
Installation Instructions to 
ETA 15/0416

Cables and cable trays in floors pages 2-3 
Steel pipes in floors pages 3-5 
Copper pipes in floors pages 5-6 
Alupex pipes in floors pages 6-8 
Plastic pipes in floors page 8 
Ventilation ducts in floors page 9 
Cables and cable trays in masonry or concrete walls pages 9-10 
Steel pipes in masonry or concrete walls pages 10-11 
Copper pipes in masonry or concrete walls pages 11-12 
Alupex pipes in masonry or concrete walls page 12 
Plastic pipes in masonry or concrete walls page 12 
Ventilation ducts in masonry or concrete walls page 12 
Cables and trays in gypsum, masonry or concrete walls page 13 
Steel pipes in gypsum, masonry or concrete walls pages 13-14 
Copper pipes in gypsum, masonry or concrete walls page 14 
Alupex pipes in gypsum, masonry or concrete walls page 14 
Plastic pipes in gypsum, masonry or concrete walls pages 14-15 

Casco® FireEX Mortar is a dry white powder consisting of 
inorganic compounds and perlite. When mixed with water the 
compounds form a highly thermally insulating fire seal to prevent 
the spread of fire and smoke through openings in fire rated 
walls and floors, including openings formed to accommodate 
building service penetrations. Casco® FireEX Mortar expands 
by up to 1% by hydraulic action during curing ensuring a 
very tight seal around service penetrations and the surrounding 
construction. Casco® FireEX Mortar has a rapid setting time and is 
easy to sand or drill after cure. The compound dries to an off-white 
colour which may be painted if required.  

Minimum separations and limitations: Services can be sealed as 
specified in the detailed drawings. An aperture can include several 
services, and they may also be different. Minimum separation 
between services and also between services and the edge of the 
seal within each aperture should be 30 mm to allow for correct 
fitting of backing and seal depth. Minimum separation between 
apertures should be at least 20 cm. The total amount of cross 
sections of services (including insulation) should not exceed 60% of 
the penetration area. 

Supporting constructions: Flexible walls must have a minimum 
thickness of 100 mm and comprise steel studs or timber studs*) 
lined on both faces with minimum 2 layers of 12.5 mm thick boards. 
Rigid walls must have a minimum thickness of 150 mm and 
comprise concrete, aerated concrete or masonry, with a minimum 
density of 650 kg/m3. Rigid floors must have a minimum thickness of 
150 mm and comprise aerated concrete or concrete with a minimum 
density of 650 kg/m3. The supporting construction must be 
classified in accordance with EN 13501-2 for the required fire 
resistance period. 

*) Timber studs: no part of the penetration seal may be closer than 
100 mm to a stud, and minimum 100 mm of insulation of class A1 or 
A2 according to EN 13501-1 must be provided within the cavity 
between the penetration seal and the stud. 

1. Ensure the faces of the aperture opening are free of dust and
any other contaminants. The faces may be moistened for
better adhesion.

2. If the mortar seal is required to be load bearing, please see
instructions in the Technical Data Sheet.

3. Bare metal pipes passing through the seal must be protected
against corrosion using a suitable primer/protection system.

4. When sealing gypsum walls the mortar should be flush with the
surface of the gypsum on both sides.

5. When sealing masonry or concrete constructions, the seal can
be positioned to either side of the construction or anywhere in
between.

6. When installing Casco® FireEX Mortar in hollow floor slabs or
boards, level the fire seal with the soffit side. Ensure there is
sufficient thickness of concrete below the void for the depth of
mortar.  Where this is not the case, tubular voids should be
filled with stone wool normally the same thickness as the depth
of the floor slab.  Alternatively, simply fire seal on both sides.

7. Install a stone wool shutter board where is necessary to
achieve the required thickness of mortar (see the drawings on
pages 2-15).  Make sure that this achieves a very tight seal –
any small openings should be sealed with Casco® FR Acrylic

8. Pour clean water into a suitable mixing vessel and pour
enough mortar to obtain the required consistency. Mix well to
avoid lumps. Always add the mortar to the water, do not
reverse this mixing process.

9. Once the desired consistency is achieved pour or trowel the
mortar onto the shutter board making sure that it flows into all
corners and around services.  Apply a firm pressure to the
mortar to eliminate any trapped air bubbles.  Build up to the
required depth.

This Installation Instruction  is based on the product’s European 
Technical Assessment, issued in accordance with regulation (EU) 
No 305/2011, on the basis of ETAG 026-2 and 3, edition 2011, used 
as European Assessment Document (EAD). NB. Details regarding 
fire sealing of ventilation ducts is not part of the ETA and is not 
covered in the test standard EN 1366-3:2009, but instead is taken 
from UK Certifire CF 5051 based on tests according to EN 1366-
3:2004. 
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As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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CABLES FIRE RESISTANCE EI 60 (E 180) 

RIGID FLOORS 

CABLES FIRE RESISTANCE EI 90 (E 180) 

RIGID FLOORS 

CABLES FIRE RESISTANCE EI 180 (E 180) 

RIGID FLOORS 

 

CABLES FIRE RESISTANCE EI 60 (E 180) 

RIGID FLOORS 

CABLES FIRE RESISTANCE EI 90 (E 180) 

RIGID FLOORS 

CABLES FIRE RESISTANCE EI 90 (E 240) 

RIGID FLOORS 

Cables ≤ Ø21mm and PVC 
conduits (C/U) ≤ Ø16mmMaximum aperture 

1200 x 2400mm 

50mm stone wool 
shutter ≥ 150kg/m3

Casco FireEX Mortar  
≥ 50mm thick 

Cables ≤ Ø21mm, 
bundled and PVC 
conduits (C/U) 
≤ Ø16mm 

Maximum aperture 
1200 x 2400mm 

50mm stone wool 
shutter ≥ 150kg/m3

Casco FireEX Mortar  
≥ 50mm thick 

Telecommunication cables  
≤ Ø21mm, single or bundles 
≤ Ø100mm and PVC 
conduits (C/U) ≤ Ø16mm

Maximum aperture 
1200 x 2400mm 

50mm stone wool 
shutter ≥ 150kg/m3

Casco FireEX Mortar  
≥ 50mm thick 

Cables ≤ Ø50mm, 
single or bundled
and PVC conduits  
≤ Ø16mm (C/U) 

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 100mm thick 

Cables ≤ Ø50mm, 
single or bundled
and PVC conduits  
≤ Ø16mm (C/U) 

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 150mm thick 

Cables ≤ Ø50mm, 
single or bundled

Maximum aperture 
600 x 600mm 

Casco FireEX Mortar  
≥ 150mm thick 

Detail Drawings Protecta® FR Acrylic 
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CABLES AND CABLE TRAYS FIRE RESISTANCE EI 60 (E 90) 

RIGID FLOORS 

CABLES AND CABLE TRAYS FIRE RESISTANCE EI 120 (E 180) 

RIGID FLOORS 

CABLES AND CABLE TRAYS FIRE RESISTANCE EI 120 (E 240) 

RIGID FLOORS 

CABLES AND CABLE TRAYS FIRE RESISTANCE EI 60 (E 120) 

RIGID FLOORS 

CABLES AND CABLE TRAYS FIRE RESISTANCE EI 120 (E 120) 

RIGID FLOORS 

STEEL PIPES FIRE RESISTANCE EI 120 C/C (E 180 C/C) 

RIGID FLOORS 

Cables ≤ Ø21mm, single or 
bundled, wires ≤ Ø17mm 
and PVC conduits (C/U) 
≤ Ø16mm on trays

Maximum aperture 
1200 x 2400mm 

50mm stone wool 
shutter ≥ 150kg/m3

Casco FireEX Mortar  
≥ 50mm thick 

Cables ≤ Ø21mm, single or 
bundled and PVC conduits  
≤ Ø16mm (C/U) on trays

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 150mm thick

Cables ≤ Ø21mm, single or 
bundled on trays

Maximum aperture 
600 x 600mm 

Casco FireEX Mortar  
≥ 150mm thick

Cables ≤ Ø80mm, single or 
bundled, wires ≤ Ø17mm 
and PVC conduits  
≤ Ø16mm (C/U) on trays

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 100mm thick

Unsheathed wire  
≤ Ø24 mm and PVC 
conduits  ≤ Ø16mm (C/U) 
on trays

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 150mm thick

Steel pipes  
≤ Ø16mm

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 100mm thick 

Detail Drawings Protecta® FR Acrylic 
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STEEL PIPES FIRE RESISTANCE EI 120 C/C (E 240 C/C) 

RIGID FLOORS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 180 C/U (E 180 C/U) 

RIGID FLOORS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 180 C/U) 

RIGID FLOORS 

STEEL PIPES FIRE RESISTANCE EI 180 C/U (E 180 C/U) 

RIGID FLOORS 

STEEL PIPES FIRE RESISTANCE EI 240 C/U (E 240 C/U) 

RIGID FLOORS 

STEEL PIPES FIRE RESISTANCE EI 90 C/U (E 180 C/U) 

RIGID FLOORS 

Steel pipes  
≤ Ø16mm

Maximum aperture 
70 x70mm 

Casco FireEX Mortar  
≥ 100mm thick 

Steel pipes 
≤ Ø40mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
1200 x 2400mm 

Casco FirePipe Wrap   
1 layer of 50mm wide 
fitted at soffit

13mm continuous 
elastomeric foam 
insulation 

Steel pipes  
≤ Ø165mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
1200 x 2400mm 

Casco FirePipe Wrap  
1 layer of 50mm wide 
fitted at soffit

13-19mm continuous 
elastomeric foam 
insulation 

Steel pipes 
≤ Ø40mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Steel pipes 
≤ Ø40mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
280 x 280mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Steel pipes  
≤ Ø219mm 

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3
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STEEL PIPES FIRE RESISTANCE EI 90 C/U (E 240 C/U) 

RIGID FLOORS 

STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 180 C/U) 

RIGID FLOORS 

STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 240 C/U) 

RIGID FLOORS 

COPPER PIPES FIRE RESISTANCE EI 20 C/C (E 120 C/C) 

RIGID FLOORS 

INSULATED COPPER PIPES FIRE RESISTANCE EI 180 C/C (E 180 C/C) 

RIGID FLOORS 

INSULATED COPPER PIPES FIRE RESISTANCE EI 240 C/C (E 240 C/C) 

RIGID FLOORS 

Steel pipes  
≤ Ø219mm 

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
280 x 280mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Steel pipes  
≤ Ø219mm 

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 100mm thick 

Steel pipes  
≤ Ø219mm 

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
280 x 280mm 

Casco FireEX Mortar  
≥ 100mm thick 

Copper pipes 
≤ Ø54mm

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 100mm thick 

Copper pipes
≤ Ø12mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
1200 x 2400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

9mm continuous 
elastomeric foam 
insulation 

Copper pipes
≤ Ø12mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
400 x 400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

9mm continuous 
elastomeric foam 
insulation 

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
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INSULATED COPPER PIPES FIRE RESISTANCE EI 60 C/C (E 180 C/C) 

RIGID FLOORS 

INSULATED COPPER PIPES FIRE RESISTANCE EI 60 C/C (E 240 C/C) 

RIGID FLOORS 

COPPER PIPES FIRE RESISTANCE EI 240 C/C (E 240 C/C) 

RIGID FLOORS 

COPPER PIPES FIRE RESISTANCE EI 180 C/C (E 180 C/C) 

RIGID FLOORS 

COPPER PIPES FIRE RESISTANCE EI 180 C/C (E 240 C/C) 

RIGID FLOORS 

ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 20 U/C (E 180 U/C) 

RIGID FLOORS 

Copper pipes 
≤ Ø54mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
1200 x 2400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

13-25mm continuous 
elastomeric foam 
insulation 

Copper pipes 
≤ Ø54mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
400 x 400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

13-25mm continuous 
elastomeric foam 
insulation 

Copper pipes 
≤ Ø12mm 

Maximum aperture 
70 x 70mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Copper pipes 
≤ Ø54mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Copper pipes 
≤ Ø54mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
115 x 115mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Alupex pipes  
Ø75mm

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  

≥ 100mm thick 

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
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ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 20 U/C (E 240 U/C) 

RIGID FLOORS 

INSULATED ALUPEX PIPES FIRE RESISTANCE EI 180 C/C (E 180 C/C) 

RIGID FLOORS 

INSULATED ALUPEX PIPES FIRE RESISTANCE EI 240 C/C (E 240 C/C) 

RIGID FLOORS 

INSULATED ALUPEX PIPES FIRE RESISTANCE EI 90 C/C (E 180 C/C) 

RIGID FLOORS 

INSULATED ALUPEX PIPES FIRE RESISTANCE EI 90 C/C (E 240 C/C) 

RIGID FLOORS 

ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 240 C/C (E 240 C/C) 

RIGID FLOORS 

Alupex pipes  
Ø75mm

Maximum aperture 
500 x 500mm 

Casco FireEX Mortar  
≥ 100mm thick 

Alupex pipes 
≤ Ø16mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
1200 x 2400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

9mm continuous 
elastomeric foam 
insulation 

Alupex pipes 
≤ Ø16mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
400 x 400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

9mm continuous 
elastomeric foam 
insulation 

Alupex pipes 
≤ Ø75mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
1200 x 2400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

13-25mm continuous 
elastomeric foam 
insulation 

Alupex pipes 
≤ Ø75mm 

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
400 x 400mm 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted at soffit

9-13mm continuous 
elastomeric foam 
insulation 

Alupex pipes  
≤ Ø16mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

Maximum aperture 
135 x 135mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
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are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 

Installation Instructions to 
ETA 15/0416

Detail Drawings Protecta® FR Acrylic 



ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 180 C/C (E 180 C/C) 

RIGID FLOORS 

ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 180 C/C (E 240 C/C) 

RIGID FLOORS 

PLASTIC PIPES FIRE RESISTANCE EI 120 C/C (E 120 C/C) 

RIGID FLOORS 

PVC PLASTIC PIPES FIRE RESISTANCE EI 120 U/C (E 120 U/C) 

RIGID FLOORS 

PLASTIC PIPES FIRE RESISTANCE EI 60-240 

RIGID FLOORS 

Alupex pipes  
≤ Ø75mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Alupex pipes  
≤ Ø75mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

Maximum aperture 
135 x 135mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

PE, ABS, SAN+PVC & 
PP pipes ≤ Ø40mm

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

PVC-U & PVC-C pipes 
≤ Ø40mm

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Services Wrap Maximum 
aperture 

Classification 

≤ Ø75mm PP 50 x 3.6mm (2 layers) 300x300mm EI 240 C/C 
≤ Ø75mm PP 50 x 3.6mm (2 layers) 1200x2400mm EI 180 C/C 
≤ Ø110mm PE, ABS & SAN+PVC 50 x 1.8mm (1 layer) 1200x2400mm EI 60 C/C 
≤ Ø110mm PVC-U & PVC-C 75 x 1.8mm (1 layer) 1200x2400mm EI 180 C/C 
≤ Ø110mm PVC-U & PVC-C 50 x 3.6mm (2 layers) 200x200mm EI 240 C/C 
≤ Ø110mm PVC-U & PVC-C 50 x 3.6mm (2 layers) 1200x2400mm EI 180 C/C 
≤ Ø125mm PE, ABS & SAN+PVC 75 x 3.6mm (2 layers) 1200x2400mm EI 180 C/C 
Ø125mm PVC-U & PVC-C 50 x 7.2mm (4 layers) 300x300mm EI 240 C/C 
Ø125mm PVC-U & PVC-C 50 x 7.2mm (4 layers) 1200x2400mm EI 180 C/C 
Ø160mm PE, ABS & SAN+PVC 75 x 7.2mm (4 layers) 1200x2400mm EI 180 C/C 
Ø160mm PVC-U & PVC-C 50 x 10.8mm (6 layers) 300x300mm EI 240 C/C 
Ø160mm PVC-U & PVC-C 50 x 10.8mm (6 layers) 1200x2400mm EI 180 C/C 
Ø160mm PVC-U & PVC-C 75 x 7.2mm (4 layers) 300x300mm EI 240 C/C 
Ø160mm PVC-U & PVC-C 75 x 5.4mm (3 layers) 1200x2400mm EI 180 C/C 
Ø200-250mm PE, ABS & SAN+PVC 75 x 12.6mm (7 layers) 1200x2400mm EI 180 C/C 

Casco FirePipe 
Wrap to the bottom  
of the seal 

Plastic pipe 

Casco FireEX Mortar  
≥100mm thick 

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
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VENTILATION DUCTS FIRE RESISTANCE EI 60 (E 120) 

RIGID FLOORS 

VENTILATION DUCTS FIRE RESISTANCE EI 120 (E 180) 

RIGID FLOORS 

CABLES FIRE RESISTANCE EI 60 (E 240) 

MASONRY OR CONCRETE – WALLS 

CABLES FIRE RESISTANCE EI 90 (E 180) 

MASONRY OR CONCRETE – WALLS 

CABLES FIRE RESISTANCE EI 120 (E 120) 

MASONRY OR CONCRETE – WALLS 

CABLES AND CABLE TRAYS FIRE RESISTANCE EI 60 (E 180) 

MASONRY OR CONCRETE – WALLS 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3 30mm stone wool ≥ 100 

kg/m3 to be installed ≥ 
120cm on both sides

Steel ventilation ducts  
≤ 1000x1000 and Ø1100mm 

Maximum aperture 
1200 x 2400mm 

Casco FireEX Mortar  
≥ 100mm thick 

Steel ventilation ducts  
≤ 500x1000 or 
Ø750mm 

≥ 50mm Casco FireEx 
Castboard ≥ 120cm on 
both sides fastened with 
steel weld pins c/c 300mm

Maximum aperture 
1200 x 2400mm 

Maximum aperture 
80mm wide and 
80mm high 

50mm stone wool 
shutter ≥ 150kg/m3

Casco FireEX Mortar  
≥ 50mm thick 

Cables ≤ Ø21mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Telecommunication 
cables ≤ Ø21mm, 
single or bundles  
≤ Ø100mm 

Casco FireEX Mortar  
≥ 100mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Maximum aperture 
2400mm wide and 
1200mm high 

Telecommunication 
cables ≤ Ø21mm, single 
or bundles ≤ Ø100mm 
and PVC conduits  
≤ Ø16mm (C/U)

Casco FireEX Mortar  
≥ 100mm thick 

Maximum aperture 
2400mm wide and 
1200mm high 

50mm stone wool 
shutter ≥ 150kg/m3

Casco FireEX Mortar  
≥ 50mm thick 

Cables ≤ Ø21mm, 
single or bundled  
and steel or PVC 
conduits ≤ Ø16mm 
on trays (C/U)

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
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CABLES AND CABLE TRAYS FIRE RESISTANCE EI 60 (E 120) 

MASONRY OR CONCRETE – WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 240 C/U (E 240 C/U) 

MASONRY OR CONCRETE - WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 60 C/U (E 180 C/U) 

MASONRY OR CONCRETE - WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 60 C/U (E 240 C/U) 

MASONRY OR CONCRETE - WALLS 

STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 180 C/U) 

MASONRY OR CONCRETE - WALLS 

STEEL PIPES FIRE RESISTANCE EI 240 C/U (E 240 C/U) 

MASONRY OR CONCRETE - WALLS 

Maximum aperture 
2400mm wide and 
1200mm high 

Cables ≤ Ø80mm, 
single or bundled, 
wires ≤ Ø24mm  
and steel or PVC 
conduits ≤ Ø16mm 
(C/U) on trays 

Casco FireEX Mortar  
≥ 100mm thick 

Steel pipes  
≤ Ø40mm 

13mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted central

Casco FireEX Mortar  
≥ 100mm thick 

Steel pipes  
≤ Ø165mm 

20-25mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted central

Casco FireEX Mortar  
≥ 100mm thick 

Steel pipes  
≤ Ø165mm 

13-19mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
1 layer of 50mm wide 
fitted central

Casco FireEX Mortar  
≥ 100mm thick 

Steel pipes 
≤ Ø40mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Steel pipes 
≤ Ø40mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
100mm wide and 
100mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 

Installation Instructions to 
ETA 15/0416

Detail Drawings Protecta® FR Acrylic 



STEEL PIPES FIRE RESISTANCE EI 240 C/U (E 240 C/U) 

MASONRY OR CONCRETE - WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 90 C/U (E 120 C/U) 

MASONRY OR CONCRETE - WALLS 

STEEL PIPES FIRE RESISTANCE EI 90 C/U (E 120 C/U) 

MASONRY OR CONCRETE - WALLS 

STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 240 C/U) 

MASONRY OR CONCRETE - WALLS 

COPPER PIPES FIRE RESISTANCE EI 240 C/C (E 240 C/C) 

MASONRY OR CONCRETE - WALLS 

COPPER PIPES FIRE RESISTANCE EI 120 C/C (E 180 C/C) 

MASONRY OR CONCRETE - WALLS 

Steel pipes 
Ø219mm 

30mm stone wool  
≥ 80 kg/m3 
continuous insulated 
through fire seal

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Steel pipes 
≤ Ø40mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 100mm thick 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Steel pipes  
≤ Ø219mm 

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Steel pipes  
≤ Ø219mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 100mm thick 

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Copper pipes 
≤ Ø12mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
70mm wide and 
70mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Copper pipes 
≤ Ø54mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 

Installation Instructions to 
ETA 15/0416

Detail Drawings Protecta® FR Acrylic 



COPPER PIPES FIRE RESISTANCE EI 120 C/C (E 240 C/C) 

MASONRY OR CONCRETE - WALLS 

ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 60 C/C (E 60 C/C) 

MASONRY OR CONCRETE - WALLS 

PLASTIC PIPES FIRE RESISTANCE EI 120 U/C (E 120 U/C) 

MASONRY OR CONCRETE - WALLS 

PVC PLASTIC PIPES FIRE RESISTANCE EI 120 C/C (E 120 C/C) 

MASONRY OR CONCRETE - WALLS 

VENTILATION DUCTS FIRE RESISTANCE EI 60 (E 120) 

MASONRY OR CONCRETE - WALLS 

VENTILATION DUCTS FIRE RESISTANCE EI 120 (E 240) 

MASONRY OR CONCRETE - WALLS 

Copper pipes 
≤ Ø54mm 

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 100cm 
on both sides

Maximum aperture 
115mm wide and 
115mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

Alupex pipes  
Ø75mm 

32mm elastomeric 
foam insulation to 
be installed ≥ 60cm 
on both sides

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

PVC-U & PVC-C 
pipes Ø315mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
10 layers of 75mm 
wide fitted central

Casco FireEX Mortar  
≥ 100mm thick 

PVC-U, PVC-C, PE, ABS
SAN+PVC & PP pipes  
≤ Ø32mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 100mm thick 

Casco FireEX Mortar  
≥ 50mm thick 

50mm stone wool 
shutter ≥ 150kg/m3

30mm stone wool  
≥ 100 kg/m3 to be 
installed ≥ 120cm 
on both sides

Steel ventilation 
ducts  
≤ 1000x1000 and 
Ø1100mm 

Casco FireEX Mortar  
≥ 100mm thick 

Steel ventilation ducts 
≤ 500x1000 or 
Ø750mm 

50mm Casco FireEX 
Cast board  
≥ 120cm on both 
sides fastened with 
steel weld 
pins c/c 300mm

Maximum aperture 
2400mm wide and 
1200mm high 

Maximum aperture 
2400mm wide and 
1200mm high 

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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CABLES FIRE RESISTANCE EI 90 (E 120) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

CABLES AND CABLE TRAYS FIRE RESISTANCE EI 60 (E 120) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 120 C/U) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 60 C/U (E 120 C/U) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

INSULATED STEEL PIPES FIRE RESISTANCE EI 60 C/U (E 120 C/U) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

STEEL PIPES FIRE RESISTANCE EI 120 C/U (E 120 C/U) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 

50mm stone wool 
shutter ≥ 150kg/m3

Cables ≤ Ø21mm 
and PVC conduits 
≤ Ø16mm (C/U) 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 

50mm stone wool 
shutter ≥ 150kg/m3

Cables ≤ Ø80mm, 
single or bundled  
and steel or PVC 
conduits ≤ Ø16mm 
(C/U) on trays

Steel pipes 
≤ Ø40mm 

13mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco ForePipe Wrap  
1 layer of 50mm wide 
fitted to both faces

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 50mm stone wool 

shutter ≥ 150kg/m3

Steel pipes  
≤ Ø165mm 

13mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
2 layers of 50mm 
wide fitted to both 
faces

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 50mm stone wool 

shutter ≥ 150kg/m3

Steel pipes  
≤ Ø165mm 

14-32mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  2 
layers of 50mm wide 
fitted to both faces

EX Mortar  
≥ 50mm thick 
on both sides 
 

Steel pipe  
≤ Ø40mm 

Maximum aperture 
2400mm wide and 
1200mm high Casco FireEX Mortar  

≥ 25mm thick 
on both sides 
 

50mm stone wool 
shutter ≥ 150kg/m3

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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STEEL PIPES FIRE RESISTANCE EI 90 C/U (E 120 C/U) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

INSULATED COPPER PIPES FIRE RESISTANCE EI 120 C/C (E 120 C/C) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

COPPER PIPES FIRE RESISTANCE EI 120 C/C (E 120 C/C) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

INSULATED ALUPEX PIPES FIRE RESISTANCE EI 120 C/C (E 120 C/C) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

ALUPEX COMPOSITE PIPES FIRE RESISTANCE EI 120 C/C (E 120 C/C) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

PLASTIC PIPES FIRE RESISTANCE EI 120 U/C (E 120 U/C) 

GYPSUM, MASONRY OR CONCRETE - WALLS 

Steel pipe  
≤ Ø219mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 

50mm stone wool 
shutter ≥ 150kg/m3

≥ 30mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

Copper pipe  
≤ Ø54mm 

9-25mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
2 layers of 50mm wide 
fitted to both faces

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 50mm stone wool 

shutter ≥ 150kg/m3

Alupex pipe  
≤ Ø75mm 

9-25mm continuous 
elastomeric foam 
insulation

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FirePipe Wrap  
2 layers of 50mm wide 
fitted to both faces

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 50mm stone wool 

shutter ≥ 150kg/m3

Copper pipes  
≤ Ø54mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 

50mm stone wool 
shutter ≥ 150kg/m3

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

Alupex pipes  
≤ Ø75mm 

Maximum aperture 
2400mm wide and 
1200mm high Casco FireEX Mortar  

≥ 25mm thick 
on both sides 
 

50mm stone wool 
shutter ≥ 150kg/m3

≥ 20mm stone wool 
≥ 80 kg/m3 to be 
installed ≥ 50cm on 
both sides

PVC-U, PVC-C, PE, 
ABS, SAN+PVC & 
PP pipes ≤ Ø32mm 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar  
≥ 25mm thick 
on both sides 
 50mm stone wool 

shutter ≥ 150kg/m3

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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PLASTIC PIPES FIRE RESISTANCE EI 60-120 

GYPSUM, MASONRY OR CONCRETE - WALLS 

Casco FirePipe Wraps  
to both sides 

Plastic 
pipe 

Services Wrap Classification 
≤ Ø40mm PVC-U & PVC-C 50 x 1.8mm (1 layer) E 120 U/C, C/U & EI 60 U/C, C/C 
≤ Ø40mm PE, ABS & SAN+PVC 50 x 1.8mm (1 layer) EI 120 U/C, C/C 
≤ Ø40mm PP 50 x 1.8mm (1 layer) EI 120 U/C, C/C 
≤ 110mm PVC-U & PVC-C 50 x 3.6mm (2 layers) E 120 U/C, C/C & EI 90 U/C, C/C 
Ø41-110mm PE, ABS & SAN+PVC 50 x 3.6mm (2 layers) EI 60 U/C, C/C 
Ø41-110mm PP 50 x 3.6mm (2 layers) E 120 U/C, C/C & EI 90 U/C, C/C 
≤ Ø125mm PVC-U & PVC-C 50 x 5.4mm (3 layers) EI 120 U/C, C/C 
≤ Ø125mm PE, ABS & SAN+PVC 50 x 5.4mm (3 layers) EI 120 U/C, C/C 
Ø125mm PP 50 x 5.4mm (3 layers) E 120 U/C, C/C & EI 90 U/C, C/C 
Ø160mm PVC-U & PVC-C 50 x 7.2mm (4 layers) EI 60 U/C, C/C 
Ø160mm PE, ABS & SAN+PVC 50 x 7.2mm (4 layers) E 120 U/C, C/C & EI 90 U/C, C/C 
Ø160mm PP 50 x 7.2mm (4 layers) E 120 U/C, C/C & EI 60 U/C, C/C 

Maximum aperture 
2400mm wide and 
1200mm high 

Casco FireEX Mortar ≥ 25mm 
thick on both sides of 50mm 
stone wool shutter  
≥ 150kg/m3 

As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice.  All information contained in this document is given in good faith and is 
provided for guidance only.  Any drawings provided are for illustrative purposes only.  As Sika has no control 
over the methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, 
are intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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