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PRODUCT DATA SHEET

WetStop C
Flexible sealing cuffs for pipes with different dimensions.

DESCRIPTION
WetStop C stretchable sealing cuffs in combination 
with Casco water membranes are intended for sealing 
the penetrations around the pipes. WetStop C cuffs 
have good resistance to relevant acids and to alkaline 
humidity. 
Approved according ETAG 022 as a kit component in 
watertight covering kits of Casco WetStop, Casco 
AquaStop, Casco HydroStop and Casco HydsoStop Pro.

USES
in private bathrooms and shower rooms▪
in highly loaded public wet rooms in the sports facil-
ities, hospitals, therapy rooms

▪

in laundry rooms▪
in toilets▪
on heated floor▪
in interior areas▪

CHARACTERISTICS / ADVANTAGES
Extendable▪
Watertight▪
Waterproof▪
Easy to apply▪
Good adhesion to Casco water membranes▪

APPROVALS / CERTIFICATES
EC1 Plus: very low emission▪
Approved according ETAG 022 as a kit component▪

PRODUCT INFORMATION

Packaging 20 pcs./carton

Shelf life 24 months 

Storage conditions Store in cool, dry conditions, protect against sunlight

Appearance and colour Light blue/ black
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Dimensions 
 
WETSTOP C Rörmanschett 10-32 mm

outer diameter = 140mm (±1mm)▪
extendable zone = 40 mm (± 1mm)▪
hole diameter = 7 mm (+1mm/-0mm)▪

WETSTOP C Rörmanschett 2x10-32mm CC60
outer dimensions = 142 x 202 mm (±1mm) ▪
extendable zone = 2x ø 42 mm (± 1mm)▪
hole diameter = 2x ø 8 mm (± 1mm)▪
CC distance = 60 mm (± 1mm)▪

WETSTOP C Rörmanschett 33-60 mm
outer diameter = 170 mm (±1mm)▪
extendable zone = 70 mm (± 1mm)▪
hole diameter = 21 mm (+1mm/-0mm)▪

WETSTOP C Rörmanschett 3x10-32mm CC60
outer dimensions = 142 x 262 mm (±1mm)▪
extendable zone = 3x ø 42 mm (± 1mm)▪
hole diameter = 3x ø 8 mm (± 1mm)▪
CC distance = 60 mm (± 1mm)▪

WETSTOP C Rörmanschett 70-112 mm
outer diameter = 220 mm (±1mm)▪
extendable zone = 120 mm (± 1mm)▪
hole diameter = 50 mm (+2mm/-0mm)▪

WETSTOP C Rörmanschett 113-140 mm
outer diameter = 250 mm (±1mm)▪
extendable zone = 150 mm (± 1mm)▪
hole diameter = 80 mm (+2mm/-0mm)▪

Thickness ~ 0,5 mm

Service temperature Temperature resistance -20 °C to +90 °C 

BASIS OF PRODUCT DATA
All technical data stated in this Product Data Sheet are 
based on laboratory tests. Actual measured data may 
vary due to circumstances beyond our control.

ECOLOGY, HEALTH AND SAFETY
This product is an article as defined in article 3 of regu-
lation (EC) No 1907/2006 (REACH). It contains no sub-
stances which are intended to be released from the 
article under normal or reasonably foreseeable condi-
tions of use. A safety data sheet following article 31 of 
the same regulation is not needed to bring the 
product to the market, to transport or to use it. For 
safe use follow the instructions given in the product 
data sheet. Based on our current knowledge, this 
product does not contain SVHC (substances of very 
high concern) as listed in Annex XIV of the REACH reg-
ulation or on the candidate list published by the 
European Chemicals Agency in concentrations above 
0,1 % (w/w).

APPLICATION INSTRUCTIONS
SUBSTRATE QUALITY

Normal absorbent substrates
concrete▪
cement screeds▪
cement plaster▪
lime-cement plaster▪
gypsum boards 
 

▪

Calcium sulphate substrates
calcium sulphate screeds▪
gypsum plaster▪

 
Non-absorbent substrates

ceramic coverings, stable, thoroughly cleaned and if 
necessary abraded

▪

     
The substrate should be sufficiently sound, loadable, 
solid, and free of dust, dirt, oil, grease, and interfering 
agents. Remove parting and sinter layers by appropri-
ate measures. Old ceramic covering surfaces must be 
thoroughly cleaned and abraded if necessary.
 
Residual moisture of different substrates:

gypsum plasters (according EN 13279-1): ≤ 75 % RH▪
cement-based screeds (28 days old): ≤ 85 % RH▪
cement-based screeds (heated): ≤ 75 % RH▪
calcium sulphate screeds: ≤ 75 % RH▪
floor heating screed: ≤ 65 % RH▪

 
Observe country-specific guidelines.
Uneven substrates must be smoothened with the ap-
propriate Casco levelling compound as required.

SUBSTRATE PREPARATION

For priming instructions follow the relevant product 
data sheet of the water membrane to be used in com-
bination.

APPLICATION

WetStop C is used for sealing the penetrations around 
the pipes in combination with the membrane in the 
entire area. 
Pull over the sealing cuff evenly over the pipe. Wet-
Stop C fits right, if approx. 4 mm of the stretchable 
range is adapted over the pipe. For adhering WetStop 
C use the same Casco water membrane, which is used 
for the entire surface area (exception: Casco WetStop 
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refer to the product data sheet). Lay WetStop C with 
at least 5 cm overlapping. Water membrane in the en-
tire surface could be applied directly after WetStop 
C installation.
 
IMPORTANT 
Pay attention to the product data sheet of the chosen 
Casco water membrane. Follow the relevant product 
data sheet when using the complementary products.

LOCAL RESTRICTIONS
Please note that as a result of specific local regulations 
the declared data for this product may vary from 
country to country. Please consult the local Product 
Data Sheet for the exact product data.

LEGAL NOTES
The information, and, in particular, the recommenda-
tions relating to the application and end-use of Casco 
products, are given in good faith based on Sika's cur-
rent knowledge and experience of the products when 
properly stored, handled and applied under normal 
conditions in accordance with Sika's recommenda-
tions. In practice, the differences in materials, sub-
strates and actual site conditions are such that no war-
ranty in respect of merchantability or of fitness for a 
particular purpose, nor any liability arising out of any 
legal relationship whatsoever, can be inferred either 
from this information, or from any written recom-
mendations, or from any other advice offered. The 
user of the product must test the product’s suitability 
for the intended application and purpose. Sika re-
serves the right to change the properties of its 
products. The proprietary rights of third parties must 
be observed. All orders are accepted subject to our 
current terms of sale and delivery. Users must always 
refer to the most recent issue of the local Product 
Data Sheet for the product concerned, copies of which 
will be supplied on request or on the website 
www.casco.eu.

Sika Sverige AB
Domnarvsgatan 15
Box 8061
SE- 163 08 Spånga Sweden
TEL: +46 8 621 89 00
info@se.sika.com
www.casco.eu
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