
Technical data
Basis: 2-component epoxy resin

Pot life: approx. 60 minutes at +20 °C

Ready for foot traffic:

after approx. 24 hours

Ready for covering:

after approx. 24 hours

Application thickness: min. 8 mm

Application temperature:

+10 °C to +35 °C

Material consumption: approx. 1,25

kg ready-mixed material per m2/mm

All values are approximate and are sub-

ject to climatic fluctuations.

Product characteristics
for interior and exterior use

drainage capable

aggregate: SCHÖNOX MONOKORN 2 - 3

mm

low stress

frost resistant

prevents exudation marks

non alkaline

thermal resistant

solvent-free

resistant to frost and de-icing salt

highly loadable

component of the SCHÖNOX

BALTERRA®-system

for filling screed cracks

Applications
SCHÖNOX EP DRAIN is suitable as a thin-
bed drainage on SCHÖNOX bonded seal-
ings on balconies and terraces under:
ceramic coverings

natural stones

Substrates
SCHÖNOX EP DRAIN is suitable on:
cementitious bonded sealings

resin based bonded sealings

Sealing sheet SCHÖNOX AB, SCHÖNOX

AB FIX

Requirements of substrate
Adequate dryness, strength, bearing

strength, evenness and dimensional

stability.

Free of layers which lower the grip like

dust, dirt, oil, wax and loose parts.

If an adequate fall (min 1.5 %) is miss-

ing, it has to be build under the mem-

brane by a bonded screed.

The composite bonded sealing be

cured.

As an alternative on balconies and ter-

races (except roof-terraces and log-

gias) SCHÖNOX AB can be used as bon-

ded sealing.

SCHÖNOX AB FIX:
Pay attention to the product data

sheet.

SCHÖNOX AB:
Pay attention to the product data

sheet.

Lay SCHÖNOX AB joint to joint.

For bonding SCHÖNOX AB use

SCHÖNOX TT DUR or another SCHÖNOX

flexible tile adhesive.

The product data sheets of the partic-

ular thin-bed-mortars have to be ap-

plied.

Apply the adhesive with a trowel with

4 mm toothing.

Tighten splicings and connecting parts

using SCHÖNOX ST SEALING TAPE.

It is mandatory in this cases to glue

SCHÖNOX ST SEALING TAPE with

the flexible watertight membranes

SCHÖNOX 2K DS or SCHÖNOX 1K DS

with at least 5 cm overlapping to avoid

capillary creep in.

Lay SCHÖNOX AB lengthwise to the

slope and not crosswise. This ensures

that drained water is not retained at

splicings.

The requirements of the relevant valid

standards, guidelines and data sheets

apply.

Mixing ratio
Use as resin based mortar (parts by
weight):
2 : 1 (resin : hardener)

1,5 : 25 (mixed epoxy material :

SCHÖNOX MONOKORN 2-3 mm)

Recommended method
of working
Mix only the entire contents of a bucket

(not partial quantities) to a homogen-

eous compound.

Thoroughly mix the SCHÖNOX EP

DRAIN resin component (A) with

the SCHÖNOX EP DRAIN hardener

component (B) until the material is

homogenous and free of streaks.
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Epoxi resin bonded thin-bed drainage
on bonded sealings for the laying of ceramic coverings and natural stones with the thin-bed method on balconies and terraces.

Dewaters the thin-bed and avoids backwater and water retentions in hollows. Component of the SCHÖNOX BALTERRA®-system.
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Slowly mixing using a continuously

adjustable mixer with max. 300 rpm is

recommended.

As a mixer a helicon rubber stirring rod

is suitable.

This SCHÖNOX EP DRAIN-mixture (1,5

kg) is sufficient as binder for 25 kg

SCHÖNOX MONOKORN 2 - 3 mm.

Therafter put 25 kg SCHÖNOX

MONOKORN 2 - 3 mm in a sufficient

big mixing vessel or in a SCHÖNOX

mixing bucket

Add mixed SCHÖNOX EP DRAIN

epoxy resin (1.5 kg) to the SCHÖNOX

MONOKORN 2 - 3 mm and stir homo-

geneous using a mixer as long till the

whole aggregate is wetted. This is

visible by a gloss effect.

Spread the readymixture onto the sub-

strate and level with the SCHÖNOX

EP DRAIN SPECIAL STRAIGHTEDGE with

distance pieces To have a minimum

thickness of 8 mm after levelling and

smoothing, adjust the distance pieces

to 10 mm. Level only as much mater-

ial as you can reach with your arms to

smooth with a smoothing trowel.

Machine smoothing is not necessary.

Protect setting thin-bed drainage lay-

ers against direct exposure to rain.

Laying of ceramic tiles or natural

stones should be done with the trass

containing tile adhesive SCHÖNOX TT

DUR or for uncalibrated natural stones

with SCHÖNOX TT PLUS according to

the Buttering-Floating method.

The grouting should be done with the

fast universal flexible grouting mor-

tar SCHÖNOX SU or with the mech-

anical high loadable grouting mortar

SCHÖNOX XR 40. For porous natural

stones and natural stones with sens-

itive surface we recommend a test

grouting.

Avoid as far as possible hollow spaces

under the covering. Take care that

joints are free of adhesive, because

this improves the de-watering of the

covering. If needed rake-out the joints.

Subdivide field sizes according to the

ZDB-leaflet "Floor covering from tiles

and slabs, exterior".

Use as a repairing mortar to close
screed cracks force-locked:
For closing cracks in the screed power-

ful: widen the crack, each 20 cm cut

in crosswise and put in a screed reno-

vation clip. Close with SCHÖNOX EP

DRAIN and sand with SCHÖNOX QUAR-

ZSAND (0,1 - 0,4 mm) excessively dur-

ing the wet phase. Do not load the

crack until it is hardened

SCHÖNOX EP DRAIN is extendable with

SCHÖNOX QUUARZSAND (0,1 - 0,4

mm).

Screed clips are available from special-

ist dealers.

Packaging
1,5 kg box composed of:

- 1,0 kg component A (resin)

-0,5 kg component B (hardener)

25.0 kg SCHÖNOXMONOKORN 2-3mm

Storage
Store SCHÖNOX EP DRAIN in cool, dry,

frost-free conditions.

Storage life 18 months

(in closed packaging).

SCHÖNOX EP DRAIN can be transported

up to -20 °C for max. 7 days.

Disposal
Empty canisters of all drops and dis-

pose of in accordance with the regula-

tions.

For disposal of product residues,

washing water and containers with ad-

herent product residues please, follow

the local governmental regulations.

GISCODE
RE 1 - epoxy resin product solvent free,

sensitising

Hazard class
Component A (resin):

-Xi Irritant

-N Dangerous for the environment

Component B (hardener):

-C Corrosive

Ingredients
Resin: Contains epoxy constituents.

See information supplied by the man-

ufacturer. Reaction product: bisphenol

a/f-(epichlorhydrin) epoxy resin ( Ø

mg ≤700) and oxirane, mono[(C12-14-

alkyloxy)methyl] derivs.

Hardener: Contains Formaldehyde,

polymer with benzenamine, hydrogen-

ated benzyl alcohol 3-aminomethyl-

3,5,5-trimethylcyclohexylamine

2-piperazin-1-ylethylamine 4,4’-

methylenebis (cyclohexylamine)

3-aminopropyldimethylamine

Follow the instructions of the Material

Safety Data Sheets.

Risk phrases
Component A (resin):
R 36/38 Irritating to eyes and skin.

R 43 May cause sensitization by skin

contact.

R 51/53 Toxic to aquatic organisms,

may cause longterm adverse effects in

the aquatic environment.

Component B (hardener):
R 20/22 Harmful by inhalation and if

swallowed.

R 34 Causes burns.

R 43 May cause sensitization by skin

contact.

R 52/53 Harmful to aquatic organisms,

may cause long-term adverse effects

in the aquatic environment.

Safety phrases
Component A (resin):
S 2 Keep out of the reach of children.

S 24 Avoid contact with skin.

S 26 In case of contact with eyes, rinse

immediately with plenty of water and

seek medical advice.

S 37/39 Wear suitable gloves and

eye/face protection.

S 46 If swallowed, seekmedical advice

immediately and show this container

or label.

S 61 Avoid release to the environment.

Refer to special instructions/Safety

data sheets.

Component B (hardener):
S 2 Keep out of the reach of children.

S 26 In case of contact with eyes, rinse

immediately with plenty of water and

seek medical advice.
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The applicable recommendations, guidelines, DIN

regulations and safety data sheets are to be ob-

served, together with the recognised architectural

and engineering regulations.We guarantee that our

products leave the factory in perfect condition. While

our recommendations for use are based on tests and

practical experience, they can only provide general

guidance without any assurance as to product char-

acteristics, since we have no influence over the con-

ditions on site, the execution of the work or the

method of processing. This product data sheet super-

sedes all previous editions.

SCHÖNOX GmbH

P.O. Box 11 40

D-48713 Rosendahl / Germany

Phone +49 (0) 2547-910-0

Fax +49 (0) 2547-910-101

E-mail: info@schoenox.de

http://www.schoenox.com

QUA L ITÄ T S M A N A G E M E NTSYSTEM

Z
E R T I F I Z I E R T E

S

DIN EN ISO 9001

Reg. Nr.  3116-01

The SCHÖNOX management system is certified to

ISO 9001 and 14001 by DQS
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S 28 After contact with skin, wash im-

mediately with plenty of water and

soap.

S 36/37/39 Wear suitable protective

clothing, gloves and eye/face protec-

tion.

S 45 In case of accident or if you feel

unwell, seek medical advice immedi-

ately (show the label where possible).

S 51 Use only in well-ventilated areas.

Instructions
All values are approximate and are

subject to local climatic fluctuations.

For professional use only.

Product contains epoxy resin. This may

act corrosive (resp. irritating) to the

skin and may cause sensitization. Fol-

low the instructions of the manufac-

turer. For more detailed information

see Safety Data Sheet.

To wear suitable personal protective

equipment is necessary in any case.

Please, find details on in the safety

data sheet, chapter 8.

Wear suitable gloves e.g. from viton.

Recommendation of KCL, Germany:

VITOJECT 890 (material thickness 0,70

mm); max. wearing time: 1 hour.

Clean tools immediately after use with

SCHÖNOX FIX CLEAN.

Although keep in mind occupational

safety.

Hardened material can only be

removed mechanically.

The requirements of the relevant valid

standards, guidelines and data sheets

apply.

Please follow the relevant product data

sheets when using complementary

products. If in doubt, we recommend

obtaining further information from the

manufacturer.


