
Substrate Preparation
  Thorough cleaning is absolutely essential 
to remove all forms of dirt which could act 
as a release agent.  Install anchors with a 
shank length of approximately 10 cm and a 
thickness of approximately 3 mm, spacing 
them approximately 50 cm apart.  

Mixing Ratios
SCHÖNOX TI 500 Insulation Layer  
  Mixture:

 25 kg   SCHÖNOX SEZ

 10 kg   Hyperlite KD (100 l) 

 22 kg   Leca expanded clay (50 l)

 12 l      Water

 SCHÖNOX DV 2000 Pressure Distribution 
Layer

  Mixture:

 25 kg   SCHÖNOX SEZ

 100 kg   silica sand, 0 – 8 mm 

  water as required (depending on moisture 
content of the sand)

  When mixing with the flooring machine:  
Add 3 bags of SCHÖNOX SEZ to a 200-l mixer.

Mixing Instructions
SCHÖNOX TI 500 Insulation Layer  
  Add the Hyperlite KD and expanded clay 
extenders to a cement mixer.  Moisten 
with water, add the SCHÖNOX SEZ, and mix 
together until free of lumps.  The material 
should be slightly damp.

 

SCHÖNOX DV 2000 Pressure Distribution 
Layer

  Mix the SCHÖNOX SEZ with 0 – 8 mm flooring 
sand (conforming to the grading curve 
according to  DIN EN 13139 / DIN 1045-2; 
grading curve between A8 and B8) and 
fresh water in a flooring machine or some 
other type of suitable mixer. Adjust to a stiff, 
plastic consistency.

Consumption Required
SCHÖNOX TI 500 Insulation Layer 

Thickness = 30 mm

  SCHÖNOX SEZ  6.6 kg/m²

 Hyperlite KD  2.6 kg/m²

 Leca expanded clay 4.8 kg/m2

SCHÖNOX DV 2000 Pressure Distribution 
Layer 

Thickness = 20 mm 

  SCHÖNOX SEZ  8.3 kg/m²

  Coarse sand, 0 -8 mm 33.1 kg/m²

Processing 
  Quickly apply, compact, level, and smooth 
the flooring composition to obtain a layer 
of uniform thickness.  We recommend that 
pressure distribution layers be smoothed by 
machine.  Work on an area no larger than can 
be processed in 30 minutes.  

  As soon as the SCHÖNOX TI 500 insulation 
layer can be walked on, cover it with the 
SCHÖNOX DV 2000 pressure distribution 
layer. 

Air and Substrate
Temperature
 At least +5°C

Further Information
  See SCHÖNOX Datasheet / Safety Datasheet 
of SCHÖNOX SEZ

SCHÖNOX MX 30 20 R
Two layer A 60 deckcovering

The base and isolating layer is a light weight screed SCHÖNOX TI 500 of minimum 30 mm.  

On top a pressure distribution layer / screed made from SCHÖNOX DV 2000 will be installed.
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Management system certified 

to ISO 9001 and 14001 by SQS. 

The applicable recommendations, guidelines, 

DIN regulations and safety data sheets are to 

be observed, together with the recognized 

architectural and engineering regulations. We 

guarantee that our products leave the factory in 

perfect condition. While our recommendations 

for use are based on tests and practical 

experience, they can only provide general 

guidance without any assurance as to product 

characteristics, since we have no influence over 

the conditions on site, the execution of the 

work or the method of processing. This product 

data sheet supersedes all previous editions.
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098


